
Imperial Size Diameter 
External 

Diameter 
Internal 

Lbs/ft  
Threaded & 

Coupled 
Thickness Lbs/ft 

Plain End 

Disclaimer :  Not all pipes listed are available from stock. The list above represents pipe sizes that have 
been or are still produced by specific Mills worldwide. Availability of any size should be confirmed before 
using in any design specs.   

1/8 .405 .269 .068 .24 .24 

1/4 .540 .364 .088 .42 .42 

3/8 .675 .493 .091 .57 .57 

1/2 .840 .622 .109 .85 .85 

3/4 1.050 .824 .113 1.13 1.13 

1 1.315 1.049 .133 1.68 1.68 

1 1/4 1.660 1.380 .140 2.27 2.28 

1 1/2 1.900 1.610 .145 2.72 2.73 

2 2.375 2.067 .154 3.65 3.68 

2 1/2 2.875 2.469 .203 5.79 5.82 

3 3.500 3.068 .216 7.58 7.62 

3 1/2 4.000 3.548 .226 9.11 9.20 

4 4.500 4.026 .237 10.79 10.89 

5 5.563 5.047 .258 14.62 14.81 

6 6.625 6.065 .280 18.97 19.18 

8 8.625 7.981 .322 28.55 29.35 

10 10.750 10.02 .365 40.48 41.85 

12 12.750 12.00 .375 49.56 51.15 
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STEEL SERVICE CENTRE  
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